CITY OF HOUSTON
STANDARD GENERAL REQUIREMENT SITE RESTORATION

Section 01740

SITE RESTORATION

PART1 GENERAL
1.01 SECTION INCLUDES

A. Restoration of site affected by the Work in public or private property,
including pavement, esplanades, sidewalks, driveways, fences, lawns and
landscaping.

1.02 MEASUREMENT AND PAYMENT
A. Unit Prices.

1. Payment for restoration of Project site disturbed by utility construction
operations is on a linear foot basis. Measurement will be as provided
for corresponding utility in each Specification section. No separate
payment made for branch pipe, valves and, other associated work for
utilities. Measurement for restoration with multiple utilities within the
same right-of-way will be on a linear foot basis for only one utility.

2. No separate payment made for facility or roadway projects. Include
cost in the surface improvements associated with the facility or
roadway construction.

3. Payment includes required site restoration within the right-of-way or

easement regardless of size or type of pipe, method of construction,
paved or unpaved areas or thickness and width of pavement.

4. No separate payment made for site restoration for service connections
under this Section. Include cost in appropriate utility section.

5. Refer to Section 01270 — Measurement and Payment for Unit Price
procedures.

B. Stipulated Price (Lump Sum) Contracts. If Contract is Stipulated Price
Contract, include payment for work under this section in total Stipulated Price.

1.03 DEFINITIONS

A. Phase: Locations identified on the plans and listed in Section 1110 —
Summary of Work under Work Sequence.
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CITY OF HOUSTON

SITE RESTORATION STANDARD GENERAL REQUIREMENT

B.

1.04

1.05

Site Restoration: Replacement or reconstruction of Site Improvements
located in rights-of-way, easements, public property, and private property
affected or altered by the Work.

Site Improvement: Includes pavement, curbs and gutters, esplanades,
sidewalks, driveways, fences, lawns, irrigation systems, landscaping, and
other improvements in existence at the Project site before commencement
of construction operations.

SUBMITTALS
Conform to requirements of Section 01330 - Submittal Procedures.

Schedule of testing, service connections, abandonment, backfill, and site
restoration.

Sample of notices to residents outlining their responsibility for maintenance of
site improvements adjacent to the Project that are not disturbed by
construction operations

SCHEDULING

Schedule testing, service connections, abandonment, backfill and site

restoration immediately following completion of pipe laying work or paving

within each block or line segment.

Phased Construction:

1. Commencement of subsequent Phase will follow scheduling of site
restoration of prior Phase. Limit work to a maximum of two Phases of

the project.

Construction of Projects with no Phases listed in Section 01110- Summary of
Work:

1. Complete site restoration prior to disturbing over 50% of total project
linear feet or 2,000 linear feet, whichever is greater, of right-of-way or
easement.

2. Limit work to a maximum of 50% of total project linear feet or 2,000

linear feet, whichever is greater, of right-of-way and easement.
Commence work in additional right-of-way or easement after
completion of site restoration.
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CITY OF HOUSTON
STANDARD GENERAL REQUIREMENT SITE RESTORATION

PART 2

2.01

A.

PART 3

3.01

PRODUCTS
MATERIALS

Pavement, Sidewalks and Driveways: Materials specified in Section 02951 -
Pavement Repair and Resurfacing.

Seeding and Sodding: Sod specified in Section 02922 - Sodding and Seed
specified in Section 02921 - Hydromulch Seeding.

Trees, Shrubs and Plantings: Conform to requirements of Section 01562 —
Tree and Plant Protection.

EXECUTION
Preparatory Work

Provide cleanup and restoration crews to work closely behind pipe laying and
roadway construction crews, and where necessary, during testing, service
restoration, abandonment, backfill and surface restoration.

Water Lines: Unless otherwise approved by Project Manager, comply with
the following:

1. Once Project Manager approves work within a Phase, immediately
begin preparatory work for disinfection effort.

2. No later than three days after completing disinfection preparatory
work, submit to City appropriate request for disinfection.

3. If City fails to perform initial disinfection of lines in accordance with
Section 2514 - Disinfection of Water Lines, within seven days from
submission of appropriate request, and if approved by Project
Manager, pipe laying operations may continue beyond approved limits
until the City responds.

4. Immediately after transfer of services, begin abandonment of old water
lines and site restoration.

Wastewater Lines:

1. Once Project Manager approves work within a Line Segment,
immediately begin preparatory work for testing effort.
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SITE RESTORATION STANDARD GENERAL REQUIREMENT

3.02

3.03

2.

3.

No later than three days after completing preparatory work for testing,
initiate testing work.

Immediately after transfer of service connections, begin abandonment
of old wastewater lines, and site restoration.

Street Construction and Paving Projects

1.

3.

Once Project Manager approves work within a Line Segment or block,
immediately begin preparatory work for testing effort.

No later than three days after completing preparatory work for testing,
initiate testing work.

Immediately after testing begin site restoration.

Street Construction and Paving Projects

1. Once Project Manager approves work within a block, immediately
begin preparatory work for sidewalk construction, sodding and
hydromulching and tree planting.

2. No later than seven days after completing preparatory work, initiate
construction.

CLEANING

Remove debris and trash to maintain a clean and orderly site in accordance
with requirements of General Conditions and Section 01576 - Waste Material
Disposal.

LANDSCAPING AND FENCES

Seeding and Sodding.

1.

Remove construction debris and level area with bank sand so that new
grass surface matches level of existing grass and maintains pre-
construction drainage patterns. Level and fill minor ruts or
depressions caused by construction operations with bank sand, where
grass is still viable.

Restore previously existing turfed areas with sod and fertilize in
accordance with Section 02922 - Sodding. Sod to match existing turf.
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3.04

3. Restore unpaved areas not requiring sodding with hydromulch seeding
conforming to Section 02921 - Hydromulch Seeding.

Trees, Shrubbery and Plants.

1. Remove and replant trees, shrubs, and plants in accordance with
requirements of Section 01562 — Tree and Plant Protection.

Fence Replacement.

1. Replace removed or damaged fencing to equal or better condition than
existed prior to construction, including concrete footings and mow
strips. Provide new wood posts, top and bottom railing and panels.
Metal fencing material, not damaged by the Work, may be reused.

2. Remove and dispose of damaged or substandard material.

MAINTENANCE

Maintain shrubs, plantings, sodded areas and seeded areas.

Replace shrubs, plantings and seeded or sodded areas that fail to become
established.

Refer to Section 01562 - Tree and Plant Protection, Section 02921 -

Hydromulch Seeding and Section 02922 - Sodding for maintenance
requirements.

END OF SECTION
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